
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Specifications are subject to change without notice. 

 
Designed and Manufactured in U.S.A. by: 

ASTRO MACHINE CORP. 

630 Lively Blvd. 

Elk Grove Village, Illinois 60007 

(847) 364-6363 • Fax (847) 364 9898 

www.astromachine.com 

Versatile, Efficient! 

 Designed to fit AB Dick,  
Hamada, Ryobi/Itek, 
Imperial/Toko, Heidelberg 
Quickmaster/Printmaster, and 
many more duplicators. 

 Matches the speed of most 
duplicators electronically for 
accurate synchronization. 

 Installs in minutes.  
Disconnects easily.  
Roll away when not in use. 

 Top-Load, Bottom Vacuum Feed. 

 Increase efficiency. Produce 

more output, less waste. 

AMC-2000 
ENVELOPE/CARD FEEDER 
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Distributed By: 

Speed Range: Up to 10,000 pcs/hour 

Envelope Size: 
Minimum: 3" W x 5" L (7.6 x 12.7 cm) 

Maximum: 11" W x 16-1/4" L (27.9 x 41.3 cm) 

Dimensions: 37" L x 20" W x Adjustable H (94 cm x 50.8 cm) 

Shipping Weight: 150 lbs.(68 kg) 

Electrical: 115 VAC, 50/60 Hz (optional 220 VAC, 50/60 Hz) 

Options: 
Conveyor/Delivery, Auxiliary Installation Kit, Pulse Generator Kit 
Dual Stream Feed Kit 

 

Specifications: 


